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1
PNEUMATIC SAMPLE FEEDWAY

FIELD OF THE INVENTION

The present invention relates to a pneumatic tube transport
and, more specifically, to a pneumatic sample feedway for a
magnetic resonance imaging device.

BACKGROUND OF THE INVENTION

Pneumatic tubes are physical transport systems in which
cylindrical containers are propelled through a network of
tubes by compressed air or by a vacuum. The containers are
vehicles for transporting physical objects. Pneumatic tubes
were also briefly considered for a subway-like transportation
of people, as well as a long-distance postal service.

SUMMARY OF THE INVENTION

It is hence one object of the invention to disclose a pneu-
matic sample feedway embeddable into a magnetic resonance
imaging (MRI) device. The aforesaid feedway comprises: (a)
a plurality of capsules configured for enclosing a biological
tissue samples; and (b) a conductor (drive) pipe connectable
to a source of a compressed fluid. The pipe is configured for
receiving a train of the capsules and pneumatically forward-
ing thereof into the MRI device. The pipe has a proximal
terminal and distal terminal. The proximal is configured for
loading the train of capsules into the pipe.

It is also in the scope of the invention wherein the distal
termination possibly provided with a catch lock device. The
lock device is configured for locking the train of capsules,
when a capsule contained in a magnetic field is measured, and
opening the catch lock device such that the train of capsules is
displaced within the pipe and a next capsule is fed for mea-
surement.

Another object of the invention is to disclose a drive of the
catch lock device selected from the group consisting of a
mechanical drive, a pneumatic drive, an electromagnetic
drive and any combination thereof.

A further object of the invention is to disclose a method of
feeding of samples to an MRI device. The aforesaid method
comprises the steps of (a) providing a pneumatic sample
feedway embeddable into a magnetic resonance imaging
(MRI) device; the feedway comprising: (i) a plurality of cap-
sules configured for enclosing a biological tissue samples; (ii)
a conductor (drive) pipe connectable to a source of a com-
pressed fluid; the pipe configured for receiving the a train of
the capsules and pneumatically forwarding thereof into the
MRI device; the pipe having a proximal terminal and distal
terminal; the proximal configured for loading the train of
capsules into the pipe; the distal termination is provided with
a catch lock device; the lock device is configured for locking
the train of capsules when a capsule contained in a magnetic
field is measured and opening the catch lock device such that
the train of capsules is displaced within the pipe and next
capsule is fed for measurement; (b) preparing samples to be
measured by means of MRI device; (¢) placing the samples
into sample capsules; (d) loading the capsules into the pipe
one by one (train); (e) feeding the capsules into a magnetic
field of the MRI device.

It is another core purpose of the invention to provide the
step of feeding the capsules comprising a step of discreetly
displacing of the train of capsules such that the capsule train
is locked, when a capsule contained in a magnetic field is
measured, and displaced for one capsule distance between
measurements.
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A further object of the invention is to disclose the step of
discreetly displacing of the train of capsules performed by a
drive of the catch lock device is selected from the group
consisting of a mechanical drive, a pneumatic drive, an elec-
tromagnetic drive and any combination thereof.

BRIEF DESCRIPTION OF THE DRAWINGS

In order to understand the invention and to see how it may
be implemented in practice, a plurality of embodiments is
adapted to now be described, by way of non-limiting example
only, with reference to the accompanying drawings, in which

FIG. 1 is a schematic view of a pneumatic sample feedway;

FIG. 2 is a schematic view of the feedway embedded into
MRI device;

FIG. 3 is a schematic view of a pneumatic arrangement of
the sample feedway; and

FIG. 4 is a schematic view of a sample capsule.

DETAILED DESCRIPTION OF THE INVENTION

The following description is provided, so as to enable any
person skilled in the art to make use of the invention and sets
forth the best modes contemplated by the inventor of carrying
out this invention. Various modifications, however, are
adapted to remain apparent to those skilled in the art, since the
generic principles of the present invention have been defined
specifically to provide a pneumatic sample feedway
embeddable into a magnetic resonance imaging (MRI) device
and a method of using the same.

The term “pneumatic pipe” hereinafter refers to a system in
which cylindrical capsules are propelled through the pipe by
a compressed fluid.

The term “sample capsule” hereinafter refers to a magneti-
cally transparent shell configured for receiving a sample to be
measured within an MRI device.

Reference is now made to FIG. 1, presenting a pneumatic
sample feedway adapted for embedding into an MRI device
(not shown). The feedway comprises a pipe 110 in which a
plurality of sample capsules (not shown) are loaded in a
train-like manner. In accordance with one embodiment of the
present invention, the pipe can be provided with an internal
spring for forcing a train of the sample capsules through the
pipe 110. A receptacle 130 is designed for receive the sample
capsule to be measured. A catch lock device 140 locks the
train of capsules when a capsule contained in the pneumatic
cylinder 130 is measured. During a time period when catch
lock device 140 is opened, the train of capsules is displaced
within said pipe and next capsule is fed for measurement.
Plates 120 and 150 are designed for mounting the feedway
onto the MRI device.

Reference is now made to FIG. 2, schematically showing
the sample feedway embedded into a housing 160 of the MRI
device. As seen FIG. 2, the plates 120 and 150 the sample
feedway are mechanically secured to the housing 160.

Reference is now made to FIG. 3, showing an enlarged
view of pneumatic arrangement of the present invention. The
pneumatic cylinder 130 is accommodated within a measuring
coil 135. A fitting 133 is designed for feeding a compressed
fluid to the cylinder 130. Specifically, the fluid fed into the
cylinder expulses the sample capsule from the cylinder 130
after measurement. When the measured capsule is expulsed
from the cylinder 130, a next capsule in the train of capsules
is displaced into the cylinder 130. Synchronically to this, the
catch lock device locks the cylinder 140. According to on
embodiment of the present invention, the catch lock device
comprises a pneumatically driven bar (not shown). Fittings
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143 and 145 are designed for feeding a compressed fluid
creating a force which locks and opens the cylinder 140.

Reference is now made to FIG. 4, presenting an exemplary
sample capsule 14 comprising a tubular member 10 and end
caps 12. The sample capsule should be magnetically trans-
parent and biologically neutral.

In accordance with one embodiment of the present inven-
tion, a pneumatic sample feedway embeddable into a mag-
netic resonance imaging (MRI) device is disclosed. The
aforesaid feedway (a) a plurality of capsules configured for
enclosing a biological tissue samples; and (b) a conductor
(drive) pipe connectable to a source of a compressed fluid.
The pipe is configured for receiving a train of the capsules and
pneumatically forwarding thereof into the MRI device. The
pipe has a proximal terminal and distal terminal. The proxi-
mal is configured for loading the train of capsules into the
pipe.

It is a core feature of the invention to provide the distal
termination provided with a catch lock device. The lock
device is configured for locking the train of capsules, when a
capsule contained in a magnetic field is measured, and open-
ing the catch lock device such that the train of capsules is
displaced within the pipe and a next capsule is fed for mea-
surement.

In accordance with another embodiment of the present
invention, a drive of said catch lock device is selected from the
group consisting of a mechanical drive, a pneumatic drive, an
electromagnetic drive and any combination thereof.

In accordance with one embodiment of the present inven-
tion, a method of feeding of samples to an MRI device is
disclosed. The aforesaid method comprises the steps of (a)
providing a pneumatic sample feedway embeddable into a
magnetic resonance imaging (MRI) device; the feedway
comprising: (i) a plurality of capsules configured for enclos-
ing a biological tissue samples; (ii) a conductor (drive) pipe
connectable to a source of a compressed fluid; the pipe con-
figured for receiving the a train of the capsules and pneumati-
cally forwarding thereof into the MRI device; the pipe having
a proximal terminal and distal terminal; the proximal config-
ured for loading the train of capsules into the pipe; the distal
termination is provided with a catch lock device; the lock
device is configured for locking the train of capsules when a
capsule contained in a magnetic field is measured and open-
ing the catch lock device such that the train of capsules is
displaced within the pipe and next capsule is fed for measure-
ment; (b) preparing samples to be measured by means of MRI
device; (c¢) placing the samples into sample capsules; (d)
loading the capsules into the pipe one by one (train); (e)
feeding the capsules into a magnetic field of the MRI device.

It is another core feature of the invention to provide the step
of feeding the capsules comprising a step of discreetly dis-
placing of the train of capsules such that the capsule train is
locked, when a capsule contained in a magnetic field is mea-
sured, and displaced for one capsule distance between mea-
surements.

In accordance with one embodiment of the present inven-
tion, the step of discreetly displacing of the train of capsules
is performed by a drive of said catch lock device is selected
from the group consisting of a mechanical drive, a pneumatic
drive, an electromagnetic drive and any combination thereof.
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What is claimed is:
1. A pneumatic sample feedway comprising:
a conductor pipe connectable to a source of a compressed
fluid that propels capsules inside and along a length of
the conductor pipe, the conductor pipe having
a proximal end configured to receive a train of capsules
into said pipe, and

a distal end that is insertable into a magnetic resonance
imaging (MRI) device and that includes a capsule
receptacle that is adapted and configured to receive
the capsules of said train one at a time; and
a catch lock device that is
(1) operable to lock, upon closing, said train when one of
the capsules of said train is received in said capsule
receptacle, and

(ii) operable to unlock, upon opening, so that a next one
of the capsules of said train is delivered to and
received by said capsule receptacle,

wherein, said conductor pipe is configured to locate said
capsule receptacle at a measurement location in a mag-
netic field of said MRI device, when said distal end is
inserted into said MRI device.

2. The feedway according to claim 1, wherein a drive of
said catch lock device is selected from the group consisting of
a mechanical drive, a pneumatic drive, an electromagnetic
drive and any combination thereof.

3. A pneumatic sample feedway, comprising:

a pneumatic pipe that propels capsules through the pipe

using a compressed fluid, the pipe having

(1) a proximal end configured to receive a train of cap-
sules into the pipe, and

(ii) a distal end that is insertable into a magnetic reso-
nance imaging (MRI) device;

a receptacle at the distal end and that is adapted and con-
figured to receive capsules of the train one at a time and
at a measurement position in a magnetic field of the MRI
device; and

acatch lock device that is adjacent to the receptacle and that
is selectively operable between a closed, locking condi-
tion and an open, unlocking condition,

wherein, the catch lock locks the train of capsules when a
capsule is received by the receptacle, and

wherein, when the catch lock is in the open, unlocked
condition, the compressed fluid displaces the train of
capsules and a next one of the capsules of the train is fed
to the receptacle.

4. The feedway of claim 3, further comprising a biasing
element that forces a train of samples received by the proxi-
mal end through the pipe.

5. The feedway of claim 3, wherein the receptacle is a
pneumatic cylinder that receives a compressed fluid that
selectively expulses a capsule from the cylinder after mea-
surement,

wherein, when a capsule is expulsed from the cylinder, a
next capsule in the train of capsules is displaced into the
cylinder, and

wherein, when a next capsule is displaced into the cylinder,
the catch lock device locks the train.
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